Patent Application of Daniel Resnic for "Universal Unisex Comfort Condom" 
CLAIMS 

What I claim as my invention is: 

1 . A condom of the type comprising a thick-walled, universal, unisex, safety device for 
protecting against communicable diseases transmitted by the exchange of bodily 
fluids and for preventing unwanted pregnancy. 

2. The condom of claim 1 , wherein; 

(a) said condom includes an elastic device defining a thick tubular sheath of longi- 
tudinal axis of the type comprising a semi-rigid, soft, pliant, stretchable wall 
material defining an open proximal end and a closed distal end, having a generally 
phallic shape, 

whereby said sheath being adapted to receive a male sex organ via the open proximal 
end, and additionally being adapted to be inserted into a sexual orifice of a 
passive partner such as a vagina and an anus, and wherein 

(b) said condom of the type comprising an elastomeric material of the type 
comprising a super stretchable, non-burstable, semi-rigid material selected from 
a group consisting of polymers, USP class six thermoplastic elastomers (TPE), 
silicone rubber, latex or other semi-rigid, soft, pliant, stretchable, biocompatible 
material or combinations and derivatives thereof, 

whereby said sheath is adapted to provide soft, natural tactile sensation, and 

(c) said condom, wherein said elastomeric material surrounds the penis completely 
enclosed, said tubular sheath having a sufficiently large diameter, wherein 
movement of the penis is made possible within the condom during coitus, 

whereby fluid communication is prevented between the interior and the exterior thereof. 
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3. The condom of claim 1 , wherein a collar outwardly extending as a contiguous, cuff- 
shaped shield circumferentially formed around the longitudinal axis of the tubular 
sheath of the type comprising a tapered neck at the open end and an internal di- 
ameter adapted to receive the male sexual organ and, said collar of the type compri- 
sing a barricade to cover the vulva or anus during coitus, 

whereby the condom is prevented from being forced into said orifice of a passive sexual 
sexual participant during sexual intercourse, the collar partially providing for 
female stimulation. 

4. The condom of claim 1, wherein said condom is of the type comprising a generally 
tubular body, having a first means for retaining and securing to an active male wearer 
during intercourse, a second means for retaining and securing within the orifice of a 
passive wearer during intercourse, the condom characterized in that the tubular body is 
comprising: 

5. The condom of claim 4 wherein said first means for retaining and securing the condom 
to the penis of an active male wearer during intercourse of the type wherein a semi- 
circular, flexible, elastic, radially extending retaining strap is circumferentially and 
contiguously formed adjacent to and in communication with the outer edge of said 
collar at the proximal open end, said retaining strap adapted to be stretched away 
from the collar to be arranged around the scrotum and testicles of said active male 
wearer and retained there snuggly, 

whereby providing a securing mechanism in communication with the tubular sheath for se- 
curing the device to said active male wearer, and 

(a) said retaining strap of the type comprising a stretchable material coupled to and 
perforated in the collar at the proximal end thereof, and, said material being select- 
ted from the group consisting of polymers, thermoplastic elastomers, silicone rubber 
latex or comparable combinations and derivatives thereof. 
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6. The condom of claim 4, wherein said second means of the type comprising a graduat- 
ed diameter whereby the tubular sheath is tapered and contoured to more readily be 
retained with muscle contraction by a passive user within a sexual orifice. 

7. The condom of claim 4, wherein said first means for retaining shares a common edge 
adjacent to and in communication with said collar, wherein said strap being formed 
with said collar so as to provide a single piece condom comprising: 

(a) the retaining strap formed of a common stretchable material with said collar, and 
elongated in the direction of an active male wearer's scrotum, 

whereby said strap is tightly enclosing said scrotum of the active male wearer, and 

(b) wherein said strap is stretched around the testicles of the active male wearer fol- 
lowing erection of the penis thus inhibiting blood flow away from the penis, 

whereby said erection is substantially maintained for an extended period of time. 

8. The condom of claim 2, wherein a reservoir or reservoirs are disposed in a substantially 
substantially closed compartment or compartments inside the closed distal end of the 
condom, wherein said reservoir or reservoirs optionally include a foam, or otherwise 
sponge-like, disk insert, 

whereby said insert will absorb transmission of bodily fluids propelled in a distal direction 
and prevent backflow and spillage thereof. 

9. The condom of claim 7, wherein; 

(a) said ihick-waiied, tubular sheaih, said open proximal end, said closed distal end, 
said collar, said elastic semi-circular retaining strap, said reservoir or reservoirs at 
the closed distal end, and the condom having a predetermined length and size, 
comprising; 
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(b) a first portion comprising a major part of said length of the condom, and said first 
portion comprising a graduated diameter wherein the tubular sheath is tapered and 
and contoured to more readily be retained by a passive user within a sexual orifice, 
and 

(c) a second portion comprising the collar, said first portion, the collar and the strap 
being co-axial with one another and said second portion being between the first 
portion and the open end of the second portion, and 

the second portion and the diameter of the collar are graduated to greater than 
the diameter of the first portion, the second portion, when in use, providing the 
strap therein adapted to receive and enclose a wearer's scrotum whereby the 
strap secures the condom in place upon the erect penis. 

10. The condom of claim 9, wherein said length of the tubular section is sufficient to main- 
tain said collar in contact with a vulva or an anus, 

whereby the tubular sheath forms a lining of the vaginal cavity or of the rectum. 

11. The condom of claim 2, wherein an assembly for delivering and piloting the condom 
into the sexual organ of a passive participant comprising: 

(a) said safety condom wherein the proximal open end is adapted for receiving an 
insertion applicator, and 

(b) said insertion applicator of the type comprising a biocompatible, rigid, shape- 
retaining plastic or polymer form, the applicator having a length greater than the 
length of the condom, the insertion applicator being in co-axial communication 
with the tubular sheath, 

whereby easy insertion is made possible for the passive user. 



44 



Patent Application of Daniel Resnicfor "Universal Unisex Safety Condom" 

(a) the condom adapted to be inserted into a sexual orifice of passive 
participant such as the vagina or the anus via the closed distal end, 
whereby the condom may function as an internal female or passive-user device. 

12. The condom device of claim 7, wherein said tubular sheath is of the type comprising a 
single and continuous material of thick-walled construction having the open proximal 
end and the closed distal end, the tubular sheath portion shaped such that, when the 
condom is in place over the male genitalia, the sheath covers the penis of any length 
and girth, including the base of the penis shaft, the strap is harnessed snuggly around 
the scrotum and retained by the posterior of the scrotum, wherein the condom is 
comprising a penis covering segment, the collar, the seminal reservoir or 
reservoirs, said graduated diameter means for retaining within the sexual orifice of 
the passive user, an insertion applicator and the strap means for retaining. 

13. Providing direct penile stimulation a method wherein the condom formed by casting, 
injection molding or thermal molding from a supple material, comprising two zones 
including a tighter zone adjacent the open end adapted to conform closely to the 
penis to form a leak-resistant seal around the penis, and a larger free zone adjacent 
the closed end, sufficiently loose, to slide along the shaft of the penis during inter- 
course to stimulate the penis due a rubbing between the pliant, semi-rigid, soft textur- 
ted surfaces of the condom and their respective sexual anatomical contacts, a plurality 
plurality of internal stimulation elements therewith located during use adjacent to or in 
contact with the penis, the vagina or the anus, wherein the condom being constructed 
constructed and arranged to permit at least the glans and/or shaft portions of the penis 
penis to slide internally within the condom, 

whereby providing a greater stimulation of the penis owing to motion of the penis, and 

(a) said stimulation elements comprising a plurality of integral stimulating surfaces 
selected but not limited to a group of; textures, grooves, rings, ridges, gills, 
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lines of hair-like strands or fissures, bumps, tendrils, other similar textured 
surfaces including anatomical features and contours of a vaginal cavity and 
combinations thereof. 

14. Providing heightened sensation, said method of claim 13, during sexual intercourse, 
said sensation simulating natural intercourse without a condom when in use, the 
condom, comprising the collar, the strap near the open end of the collar, the 
reservoir or reservoirs near the closed end, the foam disk, and 

(a) facilitating movement of the penis within the condom, the method of claim 13, when 
in use with a lubricant, comprising friction imparting surfaces on the interior and 
exterior of the tubular sheath, controlling the relative amounts of friction inside and 
outside of the condom; a first surface on the outside of the condom providing 
friction between the condom the vagina or rectum while said a second surface of 
the tubular sheath providing for friction between the condom and the penis, where- 
by increasing nerve stimulation and heightened sensation for either or both 
partners. 

1 5. Holding the condom within the orifice of the passive user during coitus, the method of 
claim 13, wherein the elements, including the friction imparting texture between the 
condom and the vagina or the rectum at least partially retain the condom in place, 
whereby assisting to facilitate movement of the penis in and out relative to the 
condom and the resultant sliding motion over said stimulating elements. 

16. Manufacturing a thick-walled, tubular condom of claim 9, a method comprising 
casting, injection molding or thermal molding of a common material selected from a 
group consisting of polymers, thermoplastic elastomers, silicone rubber, latex or other 
comparable, semi-rigid, soft, pliant, stretchabie and/or biocompatible materials, or 
derivatives and combinations thereof, and 

wherein said condom readily folds in a bellows manner for the condom to collapse lon- 
gitudinally into a substantially flat, stacked condition for purpose of compact packaging. 
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17. The universal, unisex condom of claim 2, wherein the collar at the open proximal 
end, of the type comprising an expanding of the condom to its largest diameter in 
order to maintain the collar outside the vagina or anus during sexual intercourse, the 
tubular sheath portion being of a size to form a loose fit around the penis, wherein the 
wall of the tubular portion is formed with said flexible, semi-rigid material, 

whereby the wall facilitates insertion into the sexual orifice of the passive user. 

18. The condom of claim 4, wherein said means for retaining within the sexual orifice 
of a passive participant during intercourse includes the tubular sheath, and 

(a) said tubular sheath providing means for preventing the collar at the open proximal 
end of the device from being pushed into the orifice of a passive participant during 
intercourse, and 

(b) wherein said means for retaining the condom within the sexual orifice of a passive 
participant during intercourse includes a tapered, narrow, neck section of the 
device having a diameter sufficient to maintain said means for retaining in the 
vagina or the anus of a passive user, and 

(c) the outwardly extending collar comprising means for radially stretching the open 
open end, the collar having a first diameter and a second diameter, said second 
diameter larger than said first diameter, and the strap integrally formed of and in 
communication with the peripheral edge of the collar. 

19. Manufacturing the condom in accordance with claim 16, the method comprising the 
mold of a predetermined size and shape adapted to form the condom, injecting a rub- 
bery, polymer material into the mold and allowing the molded material to cure to 
form the condom device conforming to the shape of the mold, removing the condom 
from the mold, laying the condom flat, or alternatively collapsing the condom longitud- 
inally and then sealing the condom within a sterile container. 
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20. The condom of claim 19, of the type comprising, said sealed sterile container, the 
non-rolled, semi-rigid condom having a longitudinally or laterally collapsible construction 
thereof, the condom having an inside and an outside, and 

(a) wherein the condom comprising the elsatomeric material selected from a group 
consisting of polymers, thermoplastic elastomers, silicone rubber, latex or other 
semi-rigid, soft, pliant, stretchable, biocompatible material or combinations and 
derivatives thereof; and 

(b) wherein the elsatomeric material is sufficiently pliant and durable to allow the 
condom to be used repeatedly, with proper sterilization, and without compromis- 
ing its effectiveness. 

(c) the universal, unisex safety condom of claim 3, wherein the difference in 
derometer or hardness between the collar and the tubular sheath section is 
achieved with a different thickness of the common material. 
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